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Tonnage Type
• Germanischer Lloyd

• In Hold: 302 TEU

• Total: 667 TEU

•  MDO:                           60 m³

  14(16)17(19)20(26)34 m

Ships Particulars

m/v "S. Pacific" & "S. Partner" 
All data about and wog.

Company E-Mail
shipping@scanscot.de

Company Webpage
www.scanscot-shipping.com

Builders: Damen Shipyards Galati

Flag: Marshall Islands

Home Port: Majuro

Built:

Scanscot Shipping Services (Deutschland) GmbH
Commercial Managers: Ratshof - Rathausstrasse 12 , 20095 Hamburg, Germany

Tel: +49 (0)40 325 40 20,  Fax: +49 (0)40 325 40 262

Dimensions Class
• Length o.a.:              145,63 m • Deadweight:           10000 mt • General Cargo Ship
• Length l.l.:               139,380 m • Gross Tonnage:      7752 GT • Equipped for carriage • Iceclass: Fin/Sw 1A
• Beam mld.:                18,250 m • Net Tonnage:           3856 NT   of containers • Lakes Fitted
• Depth:                       10,300 m • Basic functions: 
• Summer Draft:             7,347m   Transport of bulk, steel coils, 

  containers, forest products,
  general cargo, etc.
• Strenghtened for heavy cargo
• Equipped for dangerous goods
  according to SOLAS reg. 19 II-2, 
  excl. Class VII.

Hatches Holds Capacity Container Capacity (empty)
• Weatherdeck hatches: • Hold 1: dim. 38,95m x 13,15m, • Hold 1: 5409 m³ (=191.017 cu.ft.)
pontoon type, max. load 1,75t/m³   vent.: 10 airchanges/hour • Hold 2:  9468 m³ (=334.359 cu.ft.) • On Deck: 365 TEU
• Tweendeck hatches: • Hold 2: dim. 65,41 m x 13,15 m, • Total Holds: 
17 pontoons, uniform load 3,5t/m³   vent.: 10 airchanges/hour    14877 m³ (=525.376 cu.ft)
• Vsl is not equipped with full • Tanktop: 20 ton/m³ uniform load •  HfO:                          762 m³
  Tweendeck

• Ballast Water.          4751 m³

Main Engine Auxiliary Equipment Speed/Consumption Deck lay-out + equipment
• 4320 kW at 600 rpm • 1 Shaft-generator, • Service Speed 13,5 kn at • 2 Cargo cranes:
•  Propeller: 4 Blades, CPP   850 kVA,-50 Hz.  18mts IFO 380 cst   80(70)65(60)55(40)32 ton /
• Bowthruster: 500 kW, • 3 Diesel generator sets, • 1,0 MT MDO idle, 2,0 MT with
  4 blades, CPP   each 437.5 kVA - 50 Hz.   working cranes • Container fitting on tanktop
• Rudder: Balance type • 1 EM./harbour generator,   and hatchcovers.

  120 kVA - 50 Hz. • Lashing eyes in holds and
  on coamingsupports.

• Hold 1: eight storepositions
  for a grainbulkhead (existing
 of 2 pieces
• Hold 2: nine storepositions
  for a grainbulkhead (existing
  2 Pieces




